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CABLE TYPE : RWW-VAF

300 V 70 C PVC INSULATED AND SHEATHED FLAT TYPE, THREE CORES

CONDUCTOR
PVC INSULATION

RWW - VAF

\ PVC SHEATH

CONSTRUCTION APPLICATION

Conductor Annealed copper, solid or stranded Building wiring for surface or above ceiling wiring or direct embedded
Sizes 0.5 mm2 up to 16 mm2 for three cores in plaster.

Insulation Polyvinyl chloride (Light gray, Black and Red colour)

Sheath Polyvinyl chloride (White colour)

CLASSIFICATION REFERENCE

Maximum conductor temperature 70°C
Circuit voltage does not exceed 300 volts.

TIS 11-2531 TABLE 2
*Testing Voltage: 2,000 volts

Nominal Number & Thickness Thickness Overall Allowable Minimum Cable Standard
wae | B o= L 0 e s =m o
PRODUCT SIZE e s0re 7o
CODE  corexmm® .2 NoJmm mm mm mm A M- km kg/km m
C02031005  3x05 | 05 110.80 06 09 4490 65 00146 0 1001C
C02031001  3x 1 1 1143 06 09 48x10.0 15 00115 ) 100/C
C0204001  3x1 1 71040 06 09 5.0x10.5 15 0010 0 100/C
C02031501 3x15 15 1138 06 12 58x115 15 00100 100 100/C
C0204501  3x15 | 15 7050 06 12 6.0x125 15 00094 100 1001C
C02031502 3x25 25 1178 07 12 6.4x135 21 00092 150 1001C
C02034502  3x25 @ 25 7067 07 12 6.8x145 21 00084 150 100/C
C02031004  3x4 4 11225 08 12 7.2x16.0 2 00086 210 100/C
C02034004  3x4 4 710.85 08 12 76x165 2 00078 210 100/C
C02034006  3x6 6 7104 08 12 8.2x185 % 00066 30 1001C
02034010 3x 10 10 7135 09 12 9.4x22.0 50 00059 450 500R
C02034016  3x 16 1 7170 10 14 1.5x26.5 6 00053 580 500R

C =Packing in coil
R =Packing in reel
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