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CABLE TYPE : RWW-VCT

750 V 70 C PVC INSULATED AND SHEATHED, FLEXIBLE FOUR CORES

CONDUCTOR

PVC INSULATION

PVC SHEATH
CONSTRUCTION APPLICATION
Conductor = Annealed copper, Bunch stranded For mobile-electrical equipment used in mines, factories, farm

Sizes 0.5 mm2 up to 35 mm2 (Ground) or household appliances.
This cable is particularly suitable for use in chemical factories

Insulation | Polyvinyl chloride (Light gray, Black, Red and Blue colour) orin place where cables come in contact with oils.

Sheath Polyvinyl chloride (Black colour)

CLASSIFICATION REFERENCE

Maximum conductor temperature 70°C
Circuit voltage does not exceed 750 volts.

TIS 11-2531 TABLE 9
*Testing Voltage: 2,500 volts

Nominal  Min. Number & Thickness Thickness Overall Allowable Minimum Cable Standard
RWW-VCT cross Max.diameter of of diameter ampacities insulatien weight Packing

sectional Of wire insulation sheath Free Air resistance (approx.)

PRODUCT SIZE area 40°C at 70°C
CODE  corexmm® 2 No.mm mm mm mm A MO2-km kg/km w

C09048005  4x05 05 16/0.21 08 14 105 6.5 0.01860 10 100/C
C09048075  4x0.75 0.75 241021 08 14 1.0 9 00140 130 100/C
09045001 4x1 1 32/0.:21 0.8 16 120 15 00127 150 100/C
C09045501 4x15 15 30/0:26 0.8 16 125 15 0.0111 160 100/C
C09046502  4x25 25 50/0.26 0.8 16 150 pal 0.0092 240 100/C
C09046004  4x4 4 56/0.31 09 18 170 28 0.0084 B0 100/C
C09048006  4x6 6 84/0.31 09 20 195 5§} 0.0071 480 100/C
C09046010  4x 10 10 80/0.41 11 22 240 20 0.0068 820 500R
C09046016 4 x 16 16 126/0.41 11 26 280 86 0.0050 1,150 500R
C09046025 4 x25 % 196/0.41 15 28 330 8 0.0048 1,680 500R
C09046035  4x35 B 276/0.41 13 341 370 104 0.0041 2,290 500R

C =Packing in coil
R = Packing in reel
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